Staba

The Power Commander

Technical Specifications

MODEL SDC-112-500VA | SDC-112-1000VA | SDC-112-1500VA | SDC-112-2000VA | SDC-112-3000VA | SDC-112-5000VA

Rated Power 500VA 1000VA 1500VA 2000VA 3000VA 5000VA
GENERAL
Technology Precision servo motor technology
Transformer 100% copper transformer
Material of

Plastic panel + Metal case
Cabinet
Efficiency >95%
Input

45-65Hz

Frequency
Delay Time 6s / 180s selectable

INPUT VOLTAGE & OUTPUT VOLTAGE

Option 1: Input 140-260V, Output 220V+3%
220V
Option 2: Input 100-260V, Qutput 220V+3%

Option 3: Input 150-260V, Qutput 230V+3%

Option 4 Input 100-260V, Qutput 230V+3%

DISPLAY & INDICATORS
Digital
Input voltage, Qutput voltage
Display
LED
Green LED: Power on; Yellow LED: Delaying; Red LED: Protecting

Indicators
PROTECTIONS
Over

Output cutoff + Red LED + Error code "H"
Voltage
Under

Output cutoff + Red LED + Error code "L”
Voltage
Over

Qutput cutoff + Red LED + Error code "C”
Temperature
Overload

QOutput cutoff + Red LED + Error code "F*
{Optional)
Short Circuit Circuit breaker tirps off

Surge/Spike
1x MOV (L-N) or 3 x MOV (L-N, L-E, N-E)
{Optional)

OTHER FUNCTIONS

Bypass (Optional) Manual bypass switch (only available for 3000-10000VA)
Cooling Fan Only available for 8000-10000VA

CERTIFICAITONS

Certification CE, CB, SON, SASO, RoHS 2.0

OPERATING CONDITIONS

Storage Temperature -15°C ~ 40°C

Operating Temperature -15°C ~ 40°C

Operating Humidity 10%-90%, non-condensing

Product Size (WxHxD mm) 165x150x260 170x160x280 220x206x350
Inner Box Size (LxWxH mm) 313x195x180 325x198x198 385x255x243
Carton Size (LxWxH mm) 405x325x198 413x338x210 395x265x258

Qty / Carton (pcs) 2 2 i



