= AB01-1000W SPEC

ITEMS

OUTPUT POWER

INPUT %OLTAGE

OUTPUT WOLTAGE

OUTPUT “wOLTAGE REGULATION
OUTPUT YWAVEF ORM

OUTPUT FREQUENCY

BATTERY LOWY ALARM
BATTERY LOWY SHUTDOWM
STANDEY CURRENT
TRAMSFER TIME

EFFIE =T

THERMAL PROTECT

COOLING

FROTECTIONS

FUSE

AC OUTLET

SIZE (LxWéxH)
WEIGHT

DC12Y DC24Y

1000W CONTINUE
12004 (30 MIN)
24004 FOR SURGE QOUTPUT

DC 10~15% OC 20~30 %
AL 10011001200 2200 230 240
+- 5%
MODIFIED SINE WAVE
50 OR B0 HZ
DC 10+- 0.5% OC 21+~ 0.8Y
DCO95 +H-058% ODC20+-08Y
< 044 < 0.24
10M SEC
85~80%
B0 +-05°C

WISDOM FAN START : WHEN THE TEMPERTURE REACH 45°C,
THE FAMN WWILL START AUTOMATICALLY

¢ SOFT START

OUTPUT SHORT : SHUTDOWN, ALTO RESUME AFTER S0OLVE
SHORT PROBLEM

INPUT POLARITY REVERSE : BY FUSE
HIGH %OLTAGE INPUT : SHUTDOWWN
LOWY S OLTAGE INPUT @ SHUTDOWM
OWERLOAD : SHUTDOWYT
OWERTEMPERTURE @ SHUTDCYM
BATTERY LOWY : ALARM

INTELLIGENT FAN CONTROL
TROUBLE DISPLAY : LED

JDAx5 15 AxS

THREE Sy e iR 1)
WO AC OUTLET (THE OTHER)

380 x 210 % 85 mm
4.8 kgs




