DIGITAL
MASTECHo. CLAMP METERS

DIGITAL AC CLAMP METER
M266/M266C/M266F
\* Features:

> Jaw Size: ®50mm/2.0”

P Tests AC/DC Voltage, AC Current, Resistance and Frequency
®50mm/2
000V

» Type-K Thermocouple Contact Temperature Measurement (M266)
P Diode Check and Continuity Test
AC 750V

P Data Hold

W CEDODS L

Specifications M266  MS266C  M266F

Range Accuracy
200mV £(0.5% +1)

DC Voltage 2V/20V/200V £(0.5% +3) | £(0.5% +3)
1000V £(0.8%+3) | £(0.8% +3) | £(0.8%+3)

p— 200V +(1.0%+5) | £(1.0%+5)
750V £(1.2%+5) | £(1.2%+5) | £(1.2%+5)
20A +(4.0%+5,

ACCurrent 200A +(2.5%+5) | £(2.5% +5) | +(2.5%+5)
1000A £(3.0% +10) | £(3.0% +10) | £(3.0% +10)
2000/20kQ +(1.0%+8)

Resistance 2000/2k0/20KQ/200k0/2MQ (1.0% +8)
2000/20kQ/2MQ £(1.0%+8)

Frequency 2kHz +(2.0% +5)

Temperature(°C) | 0°C~750°C £(2.0% +2)

£(2.0% +4)

Temperature(°F) | 32°F~1400°F

Features
Display counts 2000 2000 2000

Jaw Opening ©50mm/2.0”| ®50mm/2.0" | ®50mm/2.0”

InsulationTest | VIth optional 00V . . .
insulation tester unit

Diode. 2.7V D

Continuity Buzzer | <500 D D °

Data Hold D D D

Power Supply | 1x9V 6F22 Battery

. 235mmx96mmxa6mm;/
Product Size 0257 53, SR L1 L . L
Product Weight | 268g/0.591b ° ° .

Safety Rating CAT. 11 1000V CAT.IIl 600V CE ETL CE ETL




