DIGITAL
MASTECHo- CLAMP METERS

SINGLE PHASE HARMONIC POWER

CLAMP METER MS2208

Features:
\ P Large Dual 6000 Counts LCD Display
P Measures AC Voltage, AC Current, Single Phase Active Power,

MSZZOS Power Factor, Passive Power, Frequency and Harmonic

P Data Hold and Display Back Light
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Specifications MS2208

AC 10V~600V

AC 2mA~200A

Specifications Accuracy

AC Voltage(TRMS) 10V ~ 600V +(1%+5)
AC Current(TRMS) 2mA ~ 3999mA £(2%+5,
4A~200A +(2%+5.
Single Phase Active Power(kW) | 0.1W ~ 120KW +(3%+5.
Single Phase Apparent Power(kVA) | 0.01KVA ~ 120kVA +(3%+5.
Single Phase Reactive Power(kVAr) | 0.01kVAr ~ 120kVAr +(3%+5.
Power Factor 0.3~1 capacitive +(2%+2
0.3~1inductive +(2%+2)
Frequency(Hz) 30Hz~1kHz +(0.5%+1)
Harmonic Number: 1 +(3.0%+10]

Harmonic Number: 2¥6__|£(3.5%+10)
Harmonic Number: 7~8 +(4.5%+10)
Harmonic Number: 9¥10 |£(5.0%+10)
Harmonic Number: 11~15|£(7.0%+10)
+(10%+10)

Harmonic

Harmonic Number: 16~20

Features
Display 6000 counts
Jaw Opening ©26mm/1.0”

Auto Ranging D

MAX/MIN MAX/MIN Measurement Mode
Work Light Pointing To The Target Area
Data Hold
Auto Power Off

Display Backlight

Power Supply 3x1.5V AAA Batteries
Product Size 208mmx 2"x3.1"x1.4"
Product Weight 245g/0.541b

Safety Rating CE ETL CAT.1I 600V RoHS




