FirstPower Technology Co., Ltd. FP645(6V4.5Ah)
Specifications
Nominal Voltage 6V a
Canaci 20HR(5.25V) 4.5Ah :
gﬁg;y 10HR(5.25V) 42Ah
1HR(4.80V) 2.93Ah
Length 704 Imm (2.76inch)
Width 47+ Imm (1.85inch)
Dimension
Height 101 £ Imm (3.98inch)
Total Height 1074 Imm (4.2linch)
Approx. Weight 0.72kg (1.581bs) £5%
Terminal type T1
Internal resistance A 25m Q Dimensions
(Fully charged, 25°C) pprox. 2om 70+ 1 47 +1
° 0,
Capacity 40°C 102% / ‘ ™ = ‘ =
affected by 25°C 100% ‘
temperature 0°C 85% \
(20HR) I5C 65% | e |
Self.disch 3 month Remaining Capacity: 91% ‘ + : ‘
elf-discharge . Y ‘ iy ‘
(257C) 6 month RemaTnTng Capac?ty. 82% ‘ == ‘
12 month Remaining Capacity: 65% ‘ ‘
Nominal operating 25C+3C(77F +5F) ‘ ‘
temperature ‘ ‘
Operating Discharge -15C~50C(5°F ~122°F) : \
temperature Charge -10°C~50°C(14°F ~122°F)
range Storage -20°C~50°C(-4°F ~122°F)

Float charging voltage(25°C)

6.80 to 6.90V
Temperature compensation:
-9mV/C

7.25 to 7.45V Terminal

Cyclic charging voltage(25°C) | Temperature compensation:

-15mV/C 4.8 0.8
Maximum charging current 1.35A T ‘
Terminal material Copper i B
Maximum discharge current 67.5A(5 sec.)
Designed floating life(20°C) 10years :
& Absorbent glass mat technology;
& Recognized by UL & CE; Terminal T1
¢ ABS container.
Constant Current Discharge Characteristics (A, 25C)

FV/TIME | S5min 10min | 15min | 30min | 60min 2h 3h 4h Sh 10h 20h
4.80V 17.1 10.8 8.55 4.77 2.93 1.60 1.15 0.92 0.78 0.42 0.228
4.95V 16.6 10.5 8.34 4.67 2.88 1.59 1.14 0.91 0.78 0.42 0.227
5.10V 15.9 10.0 8.04 4.53 2.81 1.58 1.13 0.91 0.77 0.42 0.226
5.25V 15.2 9.61 7.76 4.42 2.75 1.55 1.13 0.90 0.77 0.42 0.225
5.40V 14.4 9.07 7.35 4.26 2.67 1.51 1.09 0.87 0.74 0.41 0.221

Constant Power Discharge Characteristics (Watt, 25°C)

F.V/TIME | 5min 10min 15min 30min 60min 2h 3h 4h Sh 10h 20h
4.80V 95.4 60.9 48.7 27.3 16.9 9.35 6.82 5.47 4.66 2.55 1.37
4.95V 92.6 59.1 47.6 26.8 16.7 9.30 6.78 5.43 4.63 2.54 1.36
5.10V 88.7 56.6 458 26.0 16.3 9.21 6.73 5.40 4.60 2.53 1.36
5.25V 84.9 54.2 443 25.3 15.9 9.08 6.68 5.36 4.57 2.51 1.35
5.40V 80.2 51.2 41.9 24.4 15.4 8.85 6.48 5.20 4.43 2.46 1.32

Note: The above characteristics data can be obtained within three charge/discharge cycles.
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FirstPower Technology Co., Ltd. FP645(6V4.5Ah)
Discharge Characteristics(25°C)

Charging Characteristics(25°C)
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Effect of Temperature on Capacity
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Self-discharge Characteristics

i
8
Capacity (%)

Capacity (%)
3

D
o

N
o

N
o

o 4000 0 vy L

[ 4 6 g 10 12 14 16 18 20

-20 -10 0 10 20 30 40 50 . Storage time-months
Temperature(°C) ) ;

The Relationship for Open Circuit Voltage The Relationship for Charging Voltage and

and Residual Capacity (25C) Temperature
S 700 -
° )
g % 7.80
£ 650 =
3 2 750
§ 5 .
b 7.20F 1+
£ 600 SRR
@) Y,
S 6.90 44/05’?
o T
O 550 %\
6.60L
5.00 -10 0 10 20 30 40 50 60(°C)
20 40 60 & 100 14 32 50 68 8 104 122 140(r)
Residual Capacity (%) Temperature
Floating Life on Temperature Cycle Life on D.O.D(25C)
© RIS
2 10 *\,f\tn?};\\ 2100
D [ ~ + (U] \ ~ T
P e ——he g O T
:,.: TN+ ++\ © 80 ‘\\\
— NN U \ ~_
\\’\\ 230V/Cell 60 100% D.O.D. 50% D.O.D. 30% D.OD.
++*?\>\
1 LT 40
o
N 20
0.1 0 200 400 600 800 1000 1200 1400
10 20 30 40 50 60 Number of cycles (cycles)
Temperature(°C)

www.cfirstpower.com Page 2 of 2



