Q ®
PH“JEBT VALVE REGULATED SEALED LEAD ACID BATTERIES

LIFETIME BATTERY HR SERIES
12009(12V9AH/20HR)
Specifications
Nominal Voltage 12v y
L a—
Nominal Capacity(20hr) 9AH P
Length 151+2mm(5.94inch) -\“
Width 65+2mm(2.56inch) ——
Dimension 0
Height 94+2mm(3.7inch) m 12009 {12"9‘“'1/20!-03
Total Height 98+2mm(3.86inch) @ ( ACID BATTERY
Approx Weight Approx. 2.65kg(+-4%) P ; ‘r_mm.m “-q_-*"""i
Terminal T F1/F2 SR i A contangy
erminal Type / L—--.._'-m_._;'ﬂ !
container Material ABS(UL-94HB) S e g T
h“"ﬂ.t
Internal Resistance Approx.16mQ o
9.0AH (20hr, 1.70V/cell,25°C/77°F)
8.5AH (10hr, 1.75V/cell,25°C/77°F) m
Rated Capacity 7.5AH (5hr, 1.75V/cell,25°C/77°F)
B 151£15 ~ _ BBx1
6.9AH (3hr, 1.70V/cell,25°C/77°F) [ J ~ ‘ i 3
5.2AH (1hr, 1.60V/cell,25°C/77°F) ‘
Max. Discharge Current 105A(5S) —
O H
Nominal Operating Temp. Range 25+3°C (77+5T ) g‘: 2
Charge Current Less Than 0.25CA
Cycle Use
14.1V~14.7V@25°C(77°F )Temp. Coefficient -30mV/C
Floating Use 13.5V~13.8V@25°C(77°F )Temp. Coefficient -20mV/C m Terminal F2
40°C 103% 3.6(0. 14)
Capacity affected by 25°C 100% | : 5
Temperature 0°C 86% B Terminal F1 EEB 2
-15°C 65% 3.05(0.12) ‘ | <
3 month Remaining capacity: 91% F s 'f i | §
) I ‘E T D;} i
Self-discharge 6 month Remaining capacity:82% " | ’;
6.10.25 &
12month Remaining capacity:65% 4‘%; Termifai F2
Constant Power Discharge at 25C(77TF)
F.V/Time 5min 10min 15min 30min 1h 2h 3h 4h 5h 6h 10h 20h
1.80V/cell 55.4 36.6 29.6 19.7 11.4 6.26 4.52 370 3.62 2.59 1.66 0.85
1.75V/cell 58.1 39.2 31.4 20.1 11.6 6.37 4.56 373 3.64 2.66 1.68 0.88
1.70V/cell 61.8 40.8 32.9 20.6 11.8 6.44 4.58 3.75 3.64 2.70 170 0.91
1.67V/cell 63.1 42.1 33.8 20.8 11.8 6.47 4.58 3.75 3.66 2.75 1.72 0.92
1.60V/cell 64.9 42.3 34.2 21.1 11.9 6.51 4.60 377 3.68 2.80 1.74 0.92
Constant Current Discharge at 25¢(77F)
F.V/Time 5min 10min 15min 30min 1h 2h 3h 4h 5h 6h 10h 20h
1.80V/cell 27.0 17.6 14.5 9.40 5.09 2.93 2.26 1.82 1.45 1.31 0.82 0.44
1.75V/cell 29.1 19.2 15.2 9.64 5.34 3.05 2.31 1.87 1.54 1.33 0.85 0.45
1.70V/cell 31.3 20.7 16.0 9.89 5.51 3:13 2.37 1.91 1.58 1.36 0.86 0.46
1.67V/cell 33.5 22.2 16.8 10.1 5.62 317 2.47 1.99 1.62 1.40 0.88 0.46
1.60V/cell 35.6 23.8 17.5 10.4 5.69 3:31 2.55 2.04 1.68 1.42 0.89 0.46
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Float Charging Characteristics

Discharge Characteristics
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Floating Life on Temperature Self Discharge Characteristics ( 25C(77°F))

110
— 15 F
5 — 100 %
Py =
= 10 SENAN
R = - — -
2 80 \\
5 =y -
2.30VjCell o 70
N
60
- 40T 300 2000
i i =
50 F } \‘a- ’ [y
i r
05 } 407.)lIl.llA-lJ!.I'IL.-VJIA.I
i 10 20 30 40 50 60 0 2 4 6 8 10 12 14 16 18 20
Temperature (C) Storage time(months)
Temperature Effects in Relation to Battery Capacity Cycle Life Relation to Depth of Discharge
120
| —]0.05C
—_ B il [ 2
= 100 et Lo 0.1C 120
B, I e . 100== e e .
g 80— ———F=—025C S ey
s |
= g™ g W ~]
o 60 —— ———————0.55C g i
Pr. e e 5 60 100% D.0.D. 50% D.O.D. 30% Depth of discharge
5 g =
40 — 40
//
20 20
0 0 200 400 600 300 1000 1200 1400 1600 1800 2000
=20  -10 0 10 20 30 40 50 R i
Temperature (°C) umber of cycles (cycles)

MH46642




